WinFast 
TV2000 XP Series 


HARDWARE GUIDE 


STATIC WARNINGS 


STATIC CAN DAMAGE ELECTRONIC COMPONENTS. PLEASE FOLLOW THE INSTRUCTIONS 
BELOW TO PROTECT YOUR EQUIPMENT FROM STATIC. 
TOUCH A GROUNDED METAL OBJECT BEFORE TOUCHING THE VIDEO CARD OR WEAR 
A GROUNDED WRIST STRAP WHILE HANDLING IT. 


HANDLE THE CARD BY ITS EDGES AND AVOID TOUCHING ANY COMPONENTS. 
FOR STORAGE, PUT THE CARD BACK IN THE ANTI-STATIC BAG. 


MAKE SuRE YOUR COMPUTER CASE PROVIDES EXCELLENT CONDUCTIVITY BETWEEN 
ITS POWER SUPPLY, CASE, MOUNTING FASTENERS, AND SYSTEM BOARD. 


* If the FM related functions or the remote control is not included in the 
product you purchased, disregard descriptions on those subjects. 


System Requirements 


Contents 


e One available PCI 2.10r above 
compliant slot 
e Pentium I] 300 MHz or higher 
compatible PC 
Pentium II] 450 MHz for MPEG-1 
recording 
Pentium Ill 650 MHz for MPEG-2 
recording 
Pentium Ii] 1GHz for TimeShifting 
e 64MB of system memory 


e Microsoft” Windows 
XP/2000/ME/98SE operating system 


e 16-bit sound card 
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We Make Dreams a Reality 


Package Contents 


ATX version 


WinFast TV2000 XP 


S Video Connector 
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Common package contents 
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iil {TD Audio Cable 
Remote Control Q : ©) 
with Batteries 


Low profile version 


Ti | 1 
a | 
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WinFast TV2000 XP 
S Video in [[ [ell 


Composite Video in [[ 
Left Audio in (| |i 

Right Audio in 
(red) 


AV Line-in Cable 


AV Line-in 
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WinFast 
_ », Multimedia 
\e u \ Software CD 
| 


WinFast TV2000 XP 
Hardware Guide/ FM Antenna 
WinFast PVR Varies 
(Varies) IR Sensor Plug ae Manual c= ) 
Specifications 
Hardware Interface Connectors 
32-bit PCI 2.2 bus mastering 2 F-connectors for RF TV and FM signal 
Plug-n-Play compliant inputs 


Compatibility 
‘Graphics drivers must include DirectX 
8.1 or later software 


Video Standards 
NTSC, PAL or SECAM 


TV Tuner 
NTSC, PAL |, PAL BG, PAL DK, PAL M/N, 
SECAM LL, SECAM BG for respective 
model 
Full 181 channels supported 

FM Tuner (Optional) 
Stereo FM 88MHz-108MHz (Worldwide 
except Japan) 
Stereo FM 76MHz-108MHz (Japan only) 


4 MiniDIN 6-pin cable for video input (for 
ATX version) 


1 MiniDIN 9-pin cable for video and 
audio input (for Low Profile version) 


41 Stereo phone jack for audio output 


1 Stereo phone jack for audio input (for 
ATX version) 


1 phone jack for I/R sensor 


Removing Old Driver & Application 


If your computer has been installed the old WinFast TV2000 XP driver and software, you 
must remove them before installing the new WinFast TV2000 XP capture card. 


Step 1: 

Go to the Start menu and click Setup. 
On the Setup submenu click Control 
Panel to open an explorer on which 
many programs are listed. Double click 
the Add or Remove Programs to open 
a setup panel with a list of software 
installed on your system. Select 
WinFast PVR (Application). And then 
click the Change/ Remove button. 


Step 2: 

Once the application is uninstalled, go 
back to the Add or Remove Programs 
setup panel. Select WinFast TV2000 
XP/VC100 XP (WDM Driver) and then 
click the Change/Remove button. 


Step 3: 
When the old driver is removed, restart 
the computer. 


Hardware Installation 


Be Aad or Remove Programs 


‘Yo chacige this program or rewriee Rtrom sour corpunas, cick Chenige emia, 


Step 1: 

Power off your PC. Open the computer 
case. Remove the coverplate of an 
unused expansion slot. 


Step 2: 


Align the bus on the card with the PCI slot. 


Step 3: 

Gently press WinFast TV2000 XP down 
into the slot until you feel the edge of the 
bus reaches the bottom of the PCI slot. 
Note that the capture card can be inserted 
into PCI slot in one direction only. 


Step 4: 

Secure the bracket of the card to your 
computer case with the screws. Then fit 
the computer case cover back in place. 


Step 5: 

Connect the input sources and output 
devices to your capture card following the 
instructions given in Connecting Input 
and Output Devices on the next page. 
Now you are ready to connect the video 
sources to your capture card. 


The InstallShield Wizard starts to prepare for applicatic 


WinFast(R} TV2000 XP / ¥C100 XPIWDM Diiver) Setup is 


location ¢ 


prepating the InstallShield® Wizard, which will guide you through 


the installation. The progress is shown in the 


the rest of the setup process, Please wait 


Connecting Input & Output Devices _ Driver & Application Installation Drive 
i ‘ Step 1: Step 9: 

i H Power on your PC and start up Windows. If an earlier version of this product has been The Insté 
i : installed on the computer, the Files Needed dialog box may appear. Click Cancel. If you message 
i i have never installed an earlier version of this product, you will see the New Hardware Next to ¢ 
i (ATX version) : Found information shown on the screen a few times, followed by a dialog box titled Add 

‘ _ i New Hardware Wizard. Click Cancel to dismiss this dialog box. 

step2 ee 
HimO fb H Insert the software CD in your CD-ROM drive. The setup screen will then appear. Click inewores 
H ’ oe cas @ H | WinFast TV2000 XP (if not available, click WinFast Entertainment Center). 
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, | Step 4: Ped destinatic 
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| 
" dialog box. | part of th 
: Sound card line in | | ane wnnendnenoe Cancel Next to g 
wavewsecseeeuenbotes : (Blue) i : another | 
Step 5: Browse | 
PC Monitor Control The WinFast TV2000 XP/VC100 XP Driver & ceereinaueeemne ett 
(Varies) Application setup panel shows the welcome __ | 
information. Click Next to start the 22° NCI Powe oor conus Toco, Step 12: 
installation of the driver. ii The Inste 
F \ install the 
_ sina shown in 
' ep 6: ; tckecomecaty + MS dialog bo 
H From Cable TV — i Another dialog box shows the setup | \WinFast(R] TV2000.P /VC100 XP[Driver) Setup is cicarin the equestad operations bi to the rig| 
i orAntenna === H status with a progress bar. Wait until 
i 3S i: | the bar is filled. Clicking Cancel will | jinsiea 
H | H | exit the setup. | HAWINDOWS\INF\Dther\wi2kTunr inf 
PC Monitor baa f | - etapa 
pe 7 ey | During th 
4 i Step 7: Windows 
(Low Profile version) When the driver installation is agreeme! 
i completed, the complete dialog box He ecnies terms of | 
H i | appears asking if you want to restart WW2000P /VEIOOLPOrvet Bcloewucenucetie Player co 
: i | your computer. Click Yes.,...... and Sennen rersey ee 
H then Finish. * Yes. | want to restart my computer 
No. 1 will estat my compute ater. Se Me 
H Audio Out H lalo. 
| aesuenccecccces, (Green) H Step 8: : all oe p 
a H | After rebooting the computer, the fe ence ol installing 
it i SOURUARIINS IF H Choose Setup Language dialog box Player Cc 
rt i (Blue) | appears again. Select the language a 
i: : | you use and then click OK. : 


been 
a1. If you 
ware 
ed Add 


. Click 


installation from 


Cancel | 


| 


{for 
(Driver) 


et(F) T¥2000 
To continue, 


‘alled WinFast(F) 
can use the 


Driver & Application Installation 


Step 9: 
The InstallShield Wizard shows the welcome [iim 

message of the application installation. Click | | tenant | Warangal) T2000 RP 7 C100 XPTAppication 
Next to start the installation of the application ye! 


The InstallShield® Wizard will install WinFast(R) T¥2000 
XP / C100 XP{Application} on your computer. To 


On wit he continue, click Nest 


Step 10: Installshield Wizard) 
A license agreement appears on ced cnr 
the screen. Click Yes to continue. 


Ploave toad the following license agreement carefully 


Pieos the PAGE DOWN key to see the rest of the agreement 


Leadtek Research Inc 


Step 11: 

InstallShield Wizard will next 
prompt you to choose the 
destination location for the 
application. To use the preset 


Installshield Wizard) 
Choose Destination Location 
Select folder where Setup will install files. 


p 
Setup will ingtall WinFast{R) TV2000 XP / C100 XP{Application) in the following folder. 


To install to this folder, click Next. To install to a different folder, chick Browse and select 
location as shown in the lower ere kia 
part of the panel, simply click 
Next to go to the next step. If 
another location is desired, click 
Browse to choose a location. csieaman Feuie 

H \Program Files\Wink ast\WFTVFM 7 Browse. 3 

Step 12: i 


The InstallShield Wizard starts to Jee —| 
install the driver. The progress is [id Leaateie | 
shown in the Setup Status Wink eot(ft} TV2000 XP 7 VC100 XPIApplic ston) Setup 1s SSaarataSaenaenen 
dialog box as shown in the figure 

to the right. 


Instaling — Go. 
WRDEATY. FATE a ARs 
Step 13: 
i H nl ] Please read the following license agreement. Press the PAGE DOWN key 
During the installation a Microsoft Posse rec ihe knee eee 
Windows Media Format License 
‘s SUPPLEMENTAL END USER LICENSE AGREEMENT FOR “a 
ag reement appears stating the MICROSOFT SOFTWARE ("Supplemental EULA") 
1 H H IMPORTANT: READ CAREFULLY - These Microsoft Corporation 
terms of using Windows Media {Microsoft operaing system components, cluding any “rine o 
H electronic documentation ("OS Components} are subject to the terms 
Player codecs. Click Yes. SeS Cortinone of the agreement under which you have icensed the 
applicable Microsoft operating system product described below [each 
} jan"End User License Agreement" of "EULA") and the terms and 
conditions of this Supplemental EULA. BY INSTALLING. COPYING 
(OR OTHERWISE USING THE 0S COMPONENTS. YOU AGREE 
TO BE BOUND BY THE TERMS AND CONDITIONS OF THE 
i APPLICABLE OPERATING SYSTEM PRODUCT EULA AND THIS 
¥ SUPPLEMENTAL EULA. IF YOU DO NOT AGREE TO THESE v 
Step 14: 


Do you accept all of the terms of the preceding License Agreement? If you 
choose No, Install will close. To install you must accept this agreement 


A dialog box prompts you to exit 
all other applications before 
installing the Windows Media 
Player Codecs. Click Yes. 


Ga Welcome! This setup will install the Windows Media Player Codecs. It is recommended you exit all other applications 
*/ before continuing wth this install, Do you want to continue? 


Driver & Application Installation 


Please read the following license agreement. Press the PAGE DOWN key 
to see the rest of the agreement 


Step 15: 

Another Microsoft license agreement 
appears stating the terms of using Windows 
Media Player codecs. Click Yes to continue. 


SUPPLEMENTAL END USER LICENSE AGREEMENT FOR 
| MICROSOFT SOFTWARE ("Supplemental EULA") 


IMPORTANT: READ CAREFULLY - These Mictasoft Corporation 
| ["Miciosaft") operating system components, including any online’ or 
| electronic dacurmentation ("0S Components") are subject to the terms 
and conditions of the agreement under which you have licensed the 
‘ibed below (each 
H the tems and 
LING, COPYING 


Step 16: 

The Windows Media Component 
Setup welcome message appears. 
Click Next. 


Welcome to Windows Media Component Setup. 


Windows Media Setup will quide you through the process of adding the 
latest in multimedia support to your system, 


lense Agreement? If you 
ept this agreement. 


Step 17: 

The setup program will next ask you 
if you want to update your 
component or reinstall the 
component entirely. Tick your 
desired option and then click Next. 


@ Lipgrade newer components only! 


Reinstall all components. 


Step 18: 

The setup program will then show a 
list of components. Make sure the 
component check boxes are 
checked. And then click Next. 


The Following components will be installed, To choose not to install a 
component, uncheck the checkbox, 


Components: 
Windows Media ISO MPEG-4 ¥1.1 DirectShow Co, .. 


Total disk space required: 0.2MB 
Space available on disk: 930,0 MB 
Desc 
Step 19: ind 
. oo 
The setup program is now ready to ea eere Saas 
. a . indows iia setup is now ready to install, 
install the Windows Media pie ; : 


Wings Youhave successfully configured Windows Media setup, Please click 
Next to complete the installation. 


components. Click Next. 


Step 20: | 
When the setup has completed, click ga 
Finish. veri, 

InstallShield Wizard Complete 
Step 21: 


Setup has finished installing WinFast(R) PVR (Application) on 


your computer. ancel 


The entire installation of the 
application is completed, click 
Finish. 


Technical Support 


If the attempt of resolving the problem on your own was unsuccessful, please contact 
your vendor or E-mail our technical support staff at : service@leadtek.com.tw, and 
provide them in your message with: product name, software driver version, 
motherboard manufacturer, BIOS version and chipset, Computer type and speed, 
Monitor manufacturer and model, and a detailed description of your problem. 


Leadtek Research Inc. 

International Headquarters 

18th FI., 166, Chien-Yi Rd., Chung Ho, Taipei Hsien, Taiwan (235) 
Phone: +886 (0)2 8226 5800 Fax: +886 (0)2 8226 5801 
http://www.leadtek.com.tw E-mail: service@leadtek.com.tw 


United States Office 

46732 Lakeview Blvd., Fremont, CA94538, U.S.A. 
Phone: +1 510 490 8076 Fax: +1 510 490 7759 
http://www.leadtek.com 


Europe Office 
Antennestraat 16 1322 AB, Almere, The Netherlands 


Phone: +31 (0)36 536 5578 Fax: +31 (0)36 536 2215 
http://www. leadtek.nl 


Copyright © 2003 by Leadtek Research Inc. All rights reserved. 


No part of this document may be copied or reproduced in any form or by any means 
without the prior written consent of Leadtek Research Inc. 


Leadtek makes no warranties with respect to this documentation and disclaims any 
implied warranties of merchantability, quality, or fitness for any particular purpose. The 
information in this document is subject to change without notice. Leadtek reserves the 
right to make revisions to this publication without obligation to notify any person or entity 
of any such changes. 


WinFast is a registered trademark of Leadtek Research Inc. Trademarks or brand 
names mentioned herein are trademarks or registered trademarks of their respective 
owners. 
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Introduction 


WinFast PVR/WinFast FM is a powerfuland ¢ 
easy-to-use application provided by some 4 
WinFast multimedia products to provide the 
most feature-rich video/audio entertainment. 
The WinFast PVR application allows you to 
view and record live TV or video, and 
playback recorded TV or video in a picture- 
in-picture (PIP) style, as 


well as control all | 
available functions. You | 
can also listen to FM 


radio broadcasts under 
the FM mode if it is 
included in your 
purchase. (See the full | 
features) 


A complete WinFast 
PVR/WinFast FM 
application package 
provides all functions in 4 
different modes for your 


Features 


Supports closed captioning. 


Supports MPEG1, MPEG2 codec, and 
MPEG4 compression format. 


Note: The MPEG4 codec can be 
downloaded from some websites for free. 
You can download the codec and use it 
in your capture format profile. 


¢ Picture-in-picture 
| screen with easy 
| switch between main 
and sub screen. 


| @ Time Shifting support 
| that allows you to 
| view recorded video 
when the recording is 
still in progress. Never 
again will you miss a 
second of your 
favorite show for 
taking a break to get 


entertainment pleasure: WinFast PVR with lap psi 
live TV playing ¢ Scheduler for pre-set 
Video Input mode | recording and power- 
Video Playback mode See ee ae a | on. 
FM mode $ a | Remote control with 
FM Playback mode @eee 3 eS TV-like power-on and 


The WinFast PVR/ 
WinFast FM application 
displays a virtual control 
panel under each mode 
as well as a resizable virtual screen for ¢ 
viewing TV or video. 


Note: You must first install a WinFast 
capturing device and connect other external *¢ 
devices as described in the user's manual 
before you can enjoy the full capabilities of 
WinFast PVR/WinFast FM application. ‘ 


WinFast PVR Software Manual 


WinFast FM | 


off functions. 


Eye-catching and 
stream line graphics 
interface. 


Delicately designed software saves time 
in running the applications. 


Unique Signal Indicator on the margin of 
screen. 


Multi-function and quick-response 
software supports MP3, Midi and many 
other different kinds of image formats. 


Synchronously records live radio and 
plays recorded file. 


Allows ten preset FM channels. 


FM and TV applications can record the 
video and audio from any device 
connected with your capture card and 
sound card such as CD-ROM, VCR, 
camcorder, and a LD/VCD/DVD player. 


De-interlacing support for high quality 
video. 


2. The WinFast 


Launching the Application 


As the WinFast PVR/FM application is 
successfully installed, shortcuts are added 
to provide several ways to launch the 
application. They are: 


1. WinFast PVR shortcuts added to the 
Program list in Start menu. You can 
choose to launch WinFast PVR, 
WinFast FM, or NetMeeting. 


PVR icon ( RR ) 

added in the Beil 

system tray. 5 «br 0947 

¢ To launch WinFast PVR immediately, 
double click the icon. 


¢ To pop up a program menu, right click 
on the icon, a menu with 4 options 
appears as in the figure below: 


Click WinFast PVR to launch the 
application in Input Mode. 


Click WinFast FM to launch the 
application in FM mode. 


Click NetMeeting to launch 
NetMeeting to output the video. 


Click Unload to hide the icon. 


NetMeeting on a WinFast Multimedia Device 


You can open NetMeeting with the WinFast 
PVR application and output video using our 
excellent WinFast multimedia devices. 


1. To use NetMeeting on a WinFast 


multimedia device, click the NetMeeting 
Launcher in the Start menu or in the 
system tray. 


2. The NetMeeting Launcher control box 


4. 


5 


appears as shown in the figure below. 


CR. 


a 


Video 


Video S-Video In ¥ 


Video Format 


. Click the Lunch NetMeeting button to 
start the NetMeeting program. 


For how to use 
NetMeeting, refer 
to its online help or 
visit their support 


The control box will remain on the 
screen for you to change the video 
source and video format if so desired. 


. Click the Exit button to close NetMeeting. 


| 
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Switching between Modes 


When you run the WinFast PVR application, 


the default is set to go in Input mode initially. 


You can identify which mode you are 
currently in by reading the status window. 


How to go in Video Input Mode 


If you are currently in FM mode or FM 
Playback mode, click the TV switch on the 
control panel. 


If you are currently in Video Playback 
mode, click the Quit Playback Mode 
button on the control panel. 


How to Go in TV Playback Mode 


If you are currently in Video Input mode 
and there is recording in progress, click the 
Recording/Stop Recording button on the 
control panel. 


If you are currently in Video Input mode 
and there is no recording in progress, 
clicking the Open Media File button to 
play back a media file will also switch the 
system to Video Playback mode. 


How to Go in FM Mode 


When starting the application, you can 
choose to open the WinFast FM application 
instead of WinFast PVR in the Start menu 
to go directly into FM mode (see 
Launching the Application) 


If you are currently in Video Input mode or 
Video Playback mode, click the FM 
switch on the control panel. 


How to Go in FM Playback Mode 


If you are currently in FM mode and there 
is recording in progress, click the 
Recording/Stop Recording button on the 
control panel. 


If you are currently in FM mode and there 
is no recording in progress, click the Open 
File button on the control panel to play 
back a recorded sound file will also bring 
the system in FM Playback mode. 


WinFast PVR Software Manual 


Reading the Status Window 


Indications on the status screen give 
information concerning currently active 
mode. The following pages tell you how to 
read the status windows on the control 
panels. 


What is a status window? 


The Status window is the part of control 
panel that shows information on the current 
status (see the figure below). 


Keading the Status Window 


Video Input mode 


There are 3 types of action in Video Input 
mode: 


1. With no recording in progress 
2. With recording in progress 

3. With Time-Shifting standby 
4. With Time-Shifting playback 


With no recording in progress 


Live TV 

co) Ty 74 

> CH 74 
RAS re, pe 

Live TV Indicates Live TV is playing 
Channel Name 
| r . 

Ww i Indicates the system is 


currently in TV mode and is 
broadcasting TV channel 74 


Channel Number 


& icon SAP indicator (SUB indicator 
for Japan) 


| G&D icon Stereo indicator 


With recording in progress 


foster ne Tee a 


| Live TV F 
@ 00:00:36'68" 


| tive Tv Indicates Live TV is playing 
| Channel Name 
CH 39 Channel Number 
eo-ce:se's8" Length of recorded video of 
the ongoing recording 
| & icon SAP indicator (SUB indicator 
| for Japan) 
| @% ~~ icon Stereo indicator 


Status window in Video Input mode 
Status window in Video Playback mode 


When running TimeShifting 
-- Standby 


Live TV i 
4 00:00:40'60* 
f TimeShifting cH 13 F 
Soares 
e" ; = » 


When running TimeShifting 


-- Playback 

| Live TV 
i 00:08:04'83" 

| RimeShufting CH 13 


Ear ier rere cnreateatcne sso 


| Live TV Indicates Live TV is playing 
| CH we Channel Number 
9:00:40°00" Length of recorded video of 
the ongoing TimeShifting 
recording 
timesieea Indicates the system is 
running TimeShifting 
| 80-08:04°63" Length of played video of the 
ongoing TimeShifting 
recording 


Video Playback mode 


Live TV é 


@ 00:00:18'28" 1 00x F 
@) PLAYBACK gE 


| ae 


ere sarantenes, 


Live TV Indicates Live TV is 
playing 
The media file name that 
is being played back 

1.00x Playback rate 

cH 39 Channel Number of the 


Live TV that's being 
broadcasted 

Length of played video of 
the ongoing playback 

| Indicates ongoing 
PLAYBACK playback 


00:00:18'28" 
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Status window in FM mode 


Keading the Status Window _Sjatus window in FM Playback mode 


FM mode FM Playback mode 


With no recording in progress 


11) 92.10 varix (BIB) | 


UFO 
os eee 


| CH tt [CH 11]:Channel Number 
F ina ji ress of the live FM radio 
With recording in progre. bea ase 
92.10 mip [92.10 MHz]: Frequency of 
the current live FM radio 
| channel 
| aaa [PLAY]: Indicates playback 
| is in progress 
O1in22152625.Wi [(011022152625.wav] 
| | Name of the sound file that 
CH il Channel Number of the live is being played back 
pea taee Stee O:04 [0:01'] Length of played 
92.10 paid Frequency of the current video of the ongoing 
live FM radio channel | playback 
| WEG Channel Name of the live 'B) Icon Playback indicator. If it 
| FM radio broadcast lights blue, playback is in 
G2i2a42PM Clock that tells time progress. If it shows two 
; P . | paralleled vertical lines, 
REC Indicates there is ongoing | playback is being paused 
recording i a Bas F 
| Icon — Recording indicator. If it 
| Gla203142415iwi Name of the sound file that lights red, recording is in 
is being recorded progress 
scala Length of recorded video of = {¥¥)_ jcon —_— Pause indicator. If the 
the ongoing recording status shows this icon 
prasetin ‘i | ° 
{B) Icon Playback indicator. If it | instead of , the playback of 
lights blue, playback is in a recorded sound file is 
| progress. If it shows two being paused 
paralleled vertical lines, 
playback is being paused 
'@) Icon Recording indicator. If it 
lights red, recording is in 
progress 
(Icon Pause indicator. If the 
status shows this icon 
instead of , the playback of 
a recorded sound file is 
being paused 
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Control Panel & Screen 


Control Panel 


po Tv 13 
SY Cri 


@02025e 


me ivinfast PYR About WinFast PVR 
Pressing the button pops 
| up a box of manufacturer 

| information. You may log on its 
website by clicking on the logo. 
Clicking on the box apart from the 
logo can dismiss it. 


-] Channel Up/Down 
Click to switch the channel up/down. 
‘2 Configuration 
Click to open the setup dialog box. 
© Exit WinFast PVR 
Click to close the application. 
fi FM Switch 
Click to switch to the FM radio 
mode 
& Input Source 
Click to switch between the three 
input sources: TV, S-video and A/V. 


Mute 
Click to mute the audio. 


Minimize 

Click to minimize the application. 
Open Media File 

Click to open an explorer window to 
browse for the media file you want 
to play. Double click on the file to 
play. 

Ry, Record/Stop Recording 

@) When no recording is in progress, 
click to record the live TV broadcast. 
Click it again to stop the recording. 


| 

| g Recording Indicator 

| The ring surrounding the 

| Record/Stop Recording button 
| 

| 


turns orange when recording is 
in progress. 


@) Snapshot 
Click to take a snapshot and save it 
as a .bmp (a .jpg file in Windows XP). 


Control Panel 


Scanning for channels is the 
first thing you need to do 
when you use the application 
for the first time. Or no 
channels will be available for 
viewing. To scan for channels, 
go to the TV Channel List & 
Frequency Table dialog box. 


Popup Menu of Video Input Mode Panel 


Right click on the control panel to open this 
popup menu. 


WinFax PV 
Met is 
Use Favorite Channel List 
Minimize 


Explore WorkArea Folder Ctr+E 


Mail Media File .. 
Mail Snapshot File .,. 


Use Favorite Channel List 

Tick this option to surf only the favorite 
channels using the Channel Up/Down button. 
Minimize 

Click to minimize the control panel. 

Explore WorkArea Folder 

| Click to open the WorkArea folder explorer 


and drag a saved media/snapshot file and 
drop it onto the virtual screen to play. 


Mail Media File 

Click to open a dialog box that asks you to 
type your mail browser name so the WinFast 
PVR can open it and use it to mail the media 
file you want to send. Note that this option will 
only be made available after some recording 
has been done after you opened it this time. 


Mail Snapshot File 
Same as the Mail Media File function except 
| that this option deals with snapshot files. 


Volume 
Click on a level to change the 


@ WinFast PVR/FM Help 

Click to open the online help. 
Time-Shifting button 

Click to run Time-Shifting. 


volume, which is indicated by colors, 
ranging from blue (low) to red (high). 
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Control Panel & Screen 


WinFast PVR Screen 


Ch 3 


| @oeos 


| ® Exit WinFast PVR 
Click to close the application. 


tile” 


| & Minimize 

Click to harbor the control panel on 
the toolbar. Only the [CH-], [CH+] 
and [Vol] (volume) buttons remain 
on the bottom left corner of the 


(@ Signal Indicator 
The round objects in the four 
corners of the screen are signal 
indicators that blink when any 
button on the remote control is 
pressed. 
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screen as shown in the figure below. 


WinFast PVR Screen 


Popup menu on the screen 


Right click on the virtual screen to open this 
popup menu. 


Wir 


# vy Picture-in-Picture 


v Force Ratio to 4:3, 
Force Ratio to 16:9 


Video As Desktop Background 
| Tick this option to display the video as the 
| desktop background. 


Note: 


1. This function is available only when the 
Lock Web Items on Desktop option in the 
desktop popup menu is ticked (see the 
figure below). To open this popup menu, 
right click on your desktop. 


2. The playback media file can not be 
displayed as active desktop. 


| For the rest of the options, please refer to 
| page 12. 


Time-Shifting 
Introduction 


Time Shifting is a type of recording that 
enables you to view, rewind or stop the 


Introduction/Control Panel & Screen 


the sub-screen and the recording still 
continues. 


playback of recorded video when its recording 


is still in progress. This function is used mainly 


when the viewing of a TV broadcast is 


interrupted and you do not want to miss any of 


it. By clicking the Time Shifting button, you 

start recording the TV broadcast; when you 
return, you can choose to view the part you 
have missed or search for what you want to 
view with the TV broadcast is still playing in 


Control Panel & Screen 


ass | Go to the Beginning/End 


Click to start playing back from the 


beginning/end of the Time-Shifting 
recording. 


pty Play/Pause 


& » Click to start/pause the Time-Shifting 


playback. 
Quit Time-Shifting 


Click this button to exit Time-Shifting 
and return to TV mode with only the 


input video on the screen. 


5 ey Rewind/Fast forward 


* Click these buttons to rewind or fast 
forward the Time-Shifting playback. 


The rewind/fast forward speed 
increases by 4 seconds with each 
click. 


To run Time-Shifting, click the Time-Shifting 
button on the TV control panel, and then the 
control panel transforms and the Time-Shifting 
recording begins. 


The Time-Shifting recording quality can be set 
using Time-Shifting Quality Setting selection 
box in the Video Setting dialog box. 


*For controls identical with those on 
the control panel of Video Input mode, 
refer back to that section. 


Main Screen 

The main screen shows the Time-Shifting playback 
as the default. You can switch the main and sub- 
screens by double-clicking on the sub-screen. 


Sub-screen 

The sub-screen shows live TV as the default. To 
switch the main and sub- screens, double-click on 
the sub-screen. To remove the sub-screen, right 
click on the main or sub- screen and untick the 
Picture-in-Picture option on the pop-up menu. 


_&» Stop Playback 
Click to stop the Time-Shifting 


playback (as the recording continues). 


“Speed Control Knob 

\ The knob moves in rotary motion. 
When it is turned clockwise, the 
playback speeds up; when turned 

counter-clockwise, slows down. 


@#® Playback Slider Knob 
The slider knob indicates the 
progress of current Time-Shifting 
playback. You can move it to control 
the playback freely. 


ee yee Progress Indicator Bar 
The blue part of the bar represents 
the entire length of the recording as 
the yellow part shows the progress of 
the playback. Point the mouse arrow 
at the blue part to read an 
information box that shows you the 
current length of the recording. 


A 5 
% g 
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Time-Shifting 


How Time-Shifting Works 


How Time-Shifting Works 


The figure below shows the steps of how to 
use the Time-Shifting function. 


Click the 

Time Shifting 

button Z 
‘ BGs 


ATP ELIAS 


Play button 


Bao: NO aa se 
GH ea 
PES 


Time Shifting button 


Playback/recording 
progress indicator 


The control panel transforms. A 
playback/recording progress 
indicator (the bar like object) 

appears. The screen shows life TV. 
Recording is in progress. 


In Video Input mode, the 
screen is playing live TV. 


Click the Quit 
Playback 
Mode button 


Click the 
Play button 


~ Drag the 
knob to search 
for the part you 
want to view 


Playback progress 


The recording and playback 
are stopped. The control panel 
transforms back to Video Input 
mode. Live TV on the screen. 


The playback is on the main screen, 
and live TV the sub screen; 
recording is still in progress. The 
progress indicator starts showing 
the progress of the playback. 
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Control Panel & Screen 


In Video Playback mode, you can playback 
recorded TV or video from an external device 
while live TV is still playing on the screen in 


Control Panel 


Winkasr PV 


| & 00:00:18'28" 1.00x & 
| GD PLayBacKk CH 39 Fe 


Channel Up/Down 
Click to switch the live TV channel 
up or down. 


Ba) ‘*y Last/Next File 
Click these buttons to switch the 
playback to the last or next file 
saved on the hard drive. 


ee Play/Pause 
i’ Click to start/pause the playback. 


| 2p Quit Playback Mode 
Click this button to exit playback 
mode. 


| @@ Playback Slider Knob 

The slider knob indicates the 
progress of current playback. You 
can move it to control the playback 
freely. 


4 @Rewind/Fast forward 
Click these buttons to rewind or fast 
forward the playback. The 
rewind/fast forward speed 
increases by 1x, 2x, and 4x with 
each click. 


| @ Snapshot 

| Click to take a snapshot of the 
current video input and save it as a 
-bmp file (a .jpg file in Windows XP). 


<2» Stop Playback 
Click to stop the ongoing playback. 


Speed Control Knob 
The knob moves in rotary 
motion. When it is turned right 
(clockwise), the playback goes 
faster than normal; when it is 
turned left (counter-clockwise), 
slower. 


Control Panel 


the picture-in-picture (PIP) style. This section 
includes the following topics: 


*For controls identical with those on 
the control panel of Video Input mode, 
refer back to that section. 


Popup Menu of Video Playback 
Control Panel 


Wii Fast PVR 

{ CE L Sea 

| © 00:00: — Use Favorite Channel List 
GD PLAYBAC Minimize 


35 Netw 


Explore WorkArea Folder Ctri+& 


Mail Media File... 
Mail Snapshot File ... 


Use Favorite Channel List 

Tick this option to surf only the favorite 
channels using the Channel Up/Down 
button. 

Minimize 

Click to minimize the control panel. 
Explore WorkArea Folder 

Click to open the WorkArea folder 
explorer and drag a saved 
media/snapshot file and drop it onto the 
virtual screen to play. 


Mail Media File 

Click to open a dialog box that asks you 
to type your mail browser name so the 
WinFast PVR can open it and use it to 
mail the media file you want to send. 
Note that this option will only be made 
available after some recording has been 
done after you opened it this time. 


Mail Snapshot File 

Click to open a dialog box that asks you 
to type your mail browser name so the 
WinFast PVR can open it and use it to 
mail the snapshot file you wish to send. 
Note that this option will only be made 
available after at least one snapshot has 
been taken after you opened it this time. 
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Control Panel & Screen Picture-in-Picture Screen 


Control Panel & Screen Picture-in-Picture Screen 


Picture-in-Picture Screen 


Popup Menu of Video Playback Screen 


Right click on the virtual screen to open the 
popup menu as shown in the figure below. 


Main Screen 
The main screen shows the playback. The main 
screen and sub-screen can swap using the Switch 
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© Exit WinFast PVR 
Click to close the application. 
= Minimize 
Click to harbor the control 
panel on the toolbar. 


\g = Signal Indicator 
The round objects in the four 
corners of the screen are 
signal indicators that blink 
when any button on the remote 
control is pressed. 
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Screens function. 


Sub Screen 
The sub screen plays the video from the input 


source. The main screen and sub-screen can swap 


using the Switch Screens function. 


As shown in the 
figure below, you 
can move the 
sub-screen (even 
out of the main 
screen) and 
resize it at will. 


Switching Screens on PIP 


main screen and sub-screen: 
1. You can make such a switch by double 


clicking on the sub-screen of the 
application. 


Switch Screens from the popup menu. 


There are two ways to swap the video on the 


2. Right click on the virtual screen and select 


Fullscreen. 
Minimize 

y Picture-in-Picture 
Switch Screens 


Force Ratio to 4:3 
Force Ratio to 16:9 


¥ Overlay Mode 


00:00:02'24" 
PLAYBACK 


Seeose 


Always on Top 
Tick this item to keep WinFast PVR always 
on top of all other active applications. 


| Fullscreen 


Tick this item to view TV in fullscreen. 


Minimize 
Tick this item to minimize WinFast PVR and 
harbor it on the toolbar. 


| Picture-in-Picture 


Tick this option to display the playback and 
live TV in picture-in-picture style. If this 
option is not selected, playback mode will 
only display the playback video and the sub- 
screen will disappear. 


Switch Screens 

Tick this option to switch the video in main 
screen and sub-screen, and display live TV 
in the main screen and playback in the sub- 
screen. 


Alt+Enter 


Force Ratio to 4:3 
Tick this item to keep the width and height 
ratio of the screen at 4:3. 


Force Ratio to 16:9 
Tick this item to keep the width and height 
ratio of the screen at 16:9. 


Overlay Mode 

Whether the overlay works or not depends 
on the type of VGA card you use. Some 
VGA cards render video degradation under 
this mode. Should such a problem occur, 


untick this option. This item is not available 


on Windows XP. 
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Control Panel 


You can listen to live FM radio broadcasts in 
FM mode. 


For controls identical with those of Video 
Input Mode, refer back to that section. 


S22“ About WinFast FM 
Press the hotspot to pop up an 
information box. Click on the Leadtek 
logo to log on its website. 


@ Channel Slider 
You can slide the knob left and right to 
surf through all frequencies. 


Channel Up/Down 
> Click to switch the channel up/down 
"= the active favorite channel group. 


Configuration 
Click to open the WinFast FM 
setup dialog box of 3 tabs. 


Open File 

Click to browse for a recorded file you 

wish to play. . 
@OOVOOGO0@ Favorite Channels 


Click one of the 10 buttons to listen to 
a preset favorite channel. 


Find Previous/Next Channel 
Click to switch to the previous/ next 
channel available on the channel list. 


VY 


a Fine Tune 
Click these two buttons to fine tune 
a channel by 0.05 MHz each click. 


Open Playback Panel 
Click to go in FM Playback mode. 


“jm Record/Stop Recording 
When no recording is in progress, click 
this button to record the current live 
FM radio broadcast. Click it again to 
stop the recording. 


Recording Indicator 
This ring turns orange as in the figure 
below when recording is in progress. 
Switch to TV 


(@ Click to switch to Video Input mode. 
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Scanning for channels is 
the first thing you need to 
do when you use the 
application for the first time. 
Otherwise, there will not be 
any channels available for 
viewing. To scan for 
channels, go to the FM 
Channel List setup box. 


Add a New Channel 
Clicking this button to pop up the dialog 
box as shown in the figure below. 


Name: 
You can name the channel as desired. 


Frequency: 
Type the frequency of the channel, you 
can type it in this field. 


Preset: 

Type a number between 0-9 that will 
be the number of the favorite channel 
button. 


Use Favorite Channel Group 


Right click on the FM control panel to open 
a popup menu as shown in the figure 
below. Click Use Favorite Channel 
Group and a submenu appears with 4 
options: All Channel, Group 1, Group 2, 
and Group 3. Tick one of the four options 
to use a certain group of previously set 
favorite channels. Only channels in the 
selected group will be available when 
switching the channel up and down. 


Control Panel 


FM Playback mode enables you to play audio 
files recorded from FM radio. 


For controls identical with those of FM 
mode, refer back to that section. 


Channel Slider knob 

You can slide the knob left and right 
to surf through all frequencies of live 
FM radio. 


Playback Slider Knob 

| Pull the knob left or right to control 

| the playback progress. It is very 

| useful when you wish to search for a 
| certain part of the recording. 


<= Channel Up/Down 

des Click to switch the channel up or 
“<=” down the currently active favorite 
channel group of live radio. 


Close Playback Panel 
Click this button to go back in FM 
mode. 


| 

\@G@POOGOOGOB® Favorite Channels 
| Click one of the 10 buttons to switch 
| to that preset favorite channel of live 
radio. 


& Y 


| Lf @ Find Previous/Next Channel 
Click to switch to the previous or 
next channel available on the 
channel list. 


(ay “ Fine Tune 
Click these two buttons to fine tune a 
channel by 0.05 MHz each click. 


ij Mute Playback 
Click to mute the audio of the sound 
file being played back. 


Mute Live Radio 
Click to mute the audio of the live FM 
radio that's being broadcasted. 


ge Play/Pause 

jy» When playback is in progress, click 
ee this button to pause the playback. 
Click it again to continue the 
playback again. 


@ 4 Previous/Next File 

™, .~ 4 Click these buttons to switch the 
playback to the last or next file saved 
on the hard drive. 


4 4 » Stop Playback 


Click this button to stop the playback. 
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Settings in Video Modes 
Overview 


In Video Input or Video playback mode, click 
the Configuration button on the control panel 
and a 4-tabbed dialog box as shown in the 
figure below will appear on the screen. Under 
the four tabs are setting panels for 


Capture Setting 

Video Setting 

TV Channel List & Frequency Table 
TV Schedule 


Video Device 
af); WinFast TV2000 XP WDM Video Capture. ¥ 


Capture Format Profile 
(69 MPEG-2 Good Quality ¥ 


Pico 


Captured Filename 


Snapshot File Name 
| BiTime Lirnit (sec) 
Size Limit (MB) 
| Madia WorkArea Folder 
)jE:\winFast WorkArea 


Capture Setting 

The Capture Setting tab is the first tab from 
the left. It is the default page of the 
configuration dialog box after clicking the 
Configuration button on the control panel, 
which is for setting up the properties of the 
devices. 


Video Setting 

The second tab from the left is the Video 
Setting tab. Click this tab to call the Video 
Setting dialog box on top and set up the video 
and audio quality in Video Input mode and 
Video playback mode. 
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Overview 


Scanning for channels is the 
first thing you need to do 
when you use the application 
for the first time. Otherwise, 
there will not be any 
channels available for 


viewing. To scan for channels, _ 


go to the TV Channel List & 
Frequency Table dialog box. 


Audio Device 
cf SB Audigy Audio [C400] 


Audio-Out Control Line 


Audio Recording Line 
fj Analog Mix (Line/CD /Aux/TAD /PC) ’ 


Master Stream 


(a Capture Audio 


72 


ee.) ———— | 


wispiit Fite me) 
Breen BfUse Frame Rate 


TV Channel List & Frequency Table 

The third tab from the left is the Channel List & 
Frequency Table tab. Click this tab to open 
this dialog box and scan for available channels 
and set up tuner related properties. 


TV Schedule 

The last tab is the Schedule tab. Click this tab 
to call the Schedule dialog box on top and 
schedule an event for change a scheduled 
event. 


Settings in Video Modes 
Capture Setting 


Click on the first tab to open the TV Capture 
Setting dialog box as shown in the figure 
below. 


Audio Device 


Video Device 


<§) WinFast T¥2000 XP WDM Video Capture. ¥ 


Capture Farmat Profile 
(68 MPEG-2 Good Quality ¥ 


eecture wrote cern 


Captured Filename 
fd Capture Audio 


Snapshot File Narne 
BiTime Limit (sec) 
| giSize Limit (MB) 


Media WorkArea Falder 
E\WinF ast WorkArea 


_ [Capture Format Profile] 
_ Move the mouse arrow to this area to view 


the detailed information on the format profile 


you currently use in a balloon as shown in 


the figure above. See the description of the 
Capture Profile Setting button in this dialog 
box for how to determine the profile. 
[Capture Profile Setting] button 

Click this button to open a sub-panel for 


| setting the capture profile. (See next page.) 


[Audio Recording Line] 


_ When recording a TV broadcast, you can 
_ choose to record audio from other sources to 
dub the original TV audio. Click on the arrow 


to select an audio recording line as desired. 


[Master Stream] 
Select an option from the drop-down list to 
prioritize a type of output data transmission 


| during heavy traffic. 


[Split File] 

Check this box if you want to save a 
recording in several files. This function is 
used when the video is very long. 


[Use Frame Rate] 
Frame rate is adjustable from 1 to 30. The 
normal rate is 30. 


ef) SB Audigy Audio [C400] 


Audio-Out Control Line 


Audio Recording Line. 
if) Analog Mix (Line/CD/Aux/TAD/PC] 


Capture Setting 


Master Stream 


PRR Meee en 


[Record Volume] 

Slide the knob to turn up/down the volume. 
What is set here will affect the playback 
volume. 


To prevent noise during the playback, turn 
down the volume while recording to avoid your 
sound card to over amplify. 


Recording Limits 

Set either Time Limit or Size Limit for 
recording. If you tick both, the recording will 
stop when one of the limits is reached. 


Note: If either is set, a recording will continue 
until the entire hard drive is full. Yet hard drive 
segments determine how big each media file 
would be. When a segment is full, the data 
recorded in the segment will be saved as a file 
and the recording carries on and is saved in 
the next segment as another file without 
stopping. A hard drive segment of FAT 16 is 2 
GB; of FAT32, 4 GB. An NTFS hard drive is 
not divided into segments. Continuous 
recording on an NTFS hard drive will be saved 
as one big file. 


[Media WorkArea Folder] 

Type in or browse for the directory for saving 
the recorded media files. All recorded media 
files will be saved in the directory. 
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Settings in Video Modes 
Setting Capture Format 


On the Capture Setting dialog box (see the 
last page) click the Capture Profile Setting 
button to open the following setting dialog box. 


Capture Fatmat Profile 
(68 MPEG-2 Optimal Quality 


Audig Codec 


MPEG-1 Audio Layerll zi 


640 x 480 ind 


Capture Resolution 


[Capture Format Profile] 

Click on the arrow to select a profile from the 
drop-down list. There are 12 profiles built in 
the program which cannot be changed. If you 
wish to use a different set of format, click the 
Add button to save the set of settings to the 
profile list. 


[Add]: 

Click to save a set of settings and add it as a 
profile to the Capture Format Profile list in 
the drop down menu. 


[Modify]: 

Click this button to change the set of settings 
of the selected profile. Note that the 12 built- 
in profiles are not available for modification. 


[Delete]: 

Click this button to delete the selected profile 
from the drop down menu. Note that the 12 
built-in profiles are not available for deletion. 


[Video Quality] 

Pull the knob to adjust the video quality. Note 
that better quality takes up more hard drive 
space. 


[Video and Audio Codec] 

All available formats are listed. We suggest 
that you use a compressed format for 
recording. 
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Capture Setting: Setting Capture Format 


Settings in Video Modes 
Video Setting 


Click on the second tab to open the Video 
Setting dialog box as shown in the figure 
below. 


Saturation 


Color Scheme 


Video Setting 


Brighter = Le | Closed. Captioning 


@ 


Po ae Time Shifting Quality Setting 


: 
; 
ten 
| Cece 


640 x 240 Normal Quality 


{ "yeah Se ace ACORN hI owsammmin TEM jill RM yy uiniy (OY 


[Default] 

Click this button to set the system to use the 
default parameters. 

[Color Scheme] 

You can save a set of color settings as a 
color scheme with a name as desired. 


[Video Standard] 

_ When the input source is S-Video or CVBS, 
select the video standard used by your input 
device. 


When the video input source is cable, this 
| option is fixed and can not be changed. 


[Closed Captioning] 
If your TV system supports closed captioning, 
| tick it to activate it. 


| [Overlay Mode] 

| Whether the overlay works or not depends 

| on the type of VGA card you use. Some VGA 
| cards render video degradation under this 
mode. Should such a problem occur, untick 

| this option. 


[Time-Shifting Quality Setting] 

Click the arrow and select a resolution/quality 
option from the drop-down list. Resolutions 
available for Time-Shifting quality are 
determined by your system capability; when 
the video jiggles or drops frames, you need to 
lower the resolution/quality set here. 


Note: Compression format used in the Time- 
Shifting recording is set at MPEG1 format. 


Preview Window 

The window shows the preview under the 
settings done in this dialog box so that you 
can see the changes as you make 
adjustments to the settings. 
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Settings in Video Modes 


TV Channel List & Frequency Table 


Click on the third tab to open the Channel List 
& Frequency Table dialog box as shown in the 
figure below. 


Area 


i. 
TY Source ecne 
Me res 
A CNN News 


MM Auto Fine Tune YB Warmer Bros 


i ‘ 4% TaN 
Ko ca Channels |e a cH 19 
“SMU: lili CH 20 


[Auto Fine Tune] 

Tick this option to automatically fine tune for 
the best frequencies while scanning for 
channels. 

[Clear All] 

Click this button to remove all available 
channels from the list. After doing so, there 
will be no TV channels available for viewing. 


[Country] 

Choose the country where you are from the 
drop down list to help the system tune in 
the channels at the precise frequencies and 
quickly discern the video standards. 


[Scan Channels] 
Click this button to start scanning for all 
available channels. 


[Adaptive Channel Scanning] 
See Custom Defined Area. 


Favorite channels 

Favorite channels are marked with a'+' ina 
heart shaped icon. When you surf through 
the channels by clicking the Channel 
Up/Down button, only these channels are 
available and those marked with a ‘-' in a 
spade shaped icon will be skipped. 
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TV Channel List & Frequency Table 


~» Move Channel(s) up the 
List 
Select one or more 
channels and then click 
this button to move those 
channels up the list . 


~> Default Channel Orders 
Click this button to return 
the channel orders as 
they was originally 

‘| scanned. 


> 
Move Channel(s) down 
the List 
Select one or more 
channels and then click 
this button to move those 
channels down the list. 


Adding/removing a favorite channel 
Right click on a channel name and a popup 
menu appears. You can add or remove this 
channel as a favorite channel. Once there 
is a channel added as a favorite channel, 
the only channels accessible will be limited 
to those set as favorite channels. 


Channels that have been set as favorite 
channels are marked with a '+' in a heart 
shaped icon. Those that have not, a '-'ina 
spade shaped icon. 


Available channels 
The boxes in front of channels found during 
scanning are checked. 


Renaming a Channel 

You can click on a channel name to 
rename it as you do in any Windows 
explorer. You can also change a channel 
name by selecting 'Edit this channel name’ 
in the popup menu from right clicking on 
the name. 


Settings in Video Modes 


Custom Defined Area 


Tick the Adaptive Channel 
Scanning box below the 
channel list to perform 
Adaptive Channel Scanning 
while scanning for channels. It 
will take approximately 5 to 10 
minutes. You will not miss any 
channel with this function 
activated. But the channels 
already available may be listed 
again but as different channels. 
The channel numbers of the 
originally available channels 
may be scrambled. 


Once Adaptive Channel 
Scanning is performed, 
Custom Defined is 
automatically selected in the 
Area box, i.e., the adaptive 
channels are listed as the 
Custom Defined Area. 


TV Channel List & Frequency Table: 
Custom Defined Area 
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Settings in Video Modes 


TV Schedule 


[Schedule] 

All scheduled events are listed 
with their starting time, ending 
time, channel name, lapse time 
and capture format. 


[Add] button 
Click this button to open the TV — 


TV Schedule 


20:00:00, 2002/05/21 & PBS 
21:30:00, 2002/05/21 Fox 

so. 18:00:00 CNN News 1 Hour (3600... 
12:30:00, 2002/05/30 & ABC 30 Min (1800... 


21:00:00, 2002/05/22 22:00:00, 2002/05/22 J Warner 1 Hour (3600... 


Schedule Setting dialog box as 
below and add a new event. 


[Edit] button 

Select an event and then click 
this button to change its 
settings in the TV Schedule 
Setting dialog box. 


[Delete] button 
Select an event and then click 
this button to remove an event. “ 


18:54;00, 2002/05/21 


ms 
Action 


TV Schedule Setting 
[Action] 

When scheduling an event, 
select an action from the 
options provided here, which 
include: TV Record, TV Show, 
CVBS Record, and S-Video 
Record. 


[Channel] 

Select a channel from the 
drop down list for the event 
being scheduled. 


[Capture Format Profile] 
Select a capture format 
profile from the drop down list 
for the recording. To create a 
new profile, please go to the Capture Setting 
dialog box. 


[MTS] 

Select a sound system for the event. This 
function is only available when the MTS 
module is included in your purchase. 


[Captured Filename] 

Type in the box your desired name of the 
recorded program. 

[Duration] 

The length of the scheduled event. 


[Weekly Task] 
You can set an weekly event to record or show 
a certain TV program for your choice of period 


Channel 
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13:00:00, 2002/05/21 


14:00;00, 2002/05/21 % PEs 
18:55:00, 2002/05/21 FOX 


1 Hour (3600... 
1Min(60Sec) GM Avi (Divx MF} 


Peyne f 
Starting Time 
~|MIM sizzyzo0z + | fit 9:00:00 Pm 
Ending Date Ending Time 
10:00:00 PM on] 
Weekly Task. Duration 
1 Hour G Sec 


pe 
a 


Single Time 


Comments 


Felicity Interrupted; Back to 
the Future| 


éSilent Recording 


BB Shutdown PC after the task is finished 
iia otis Caneel 


Starting/Ending Time 

You can preset the time of starting and ending 
of the recording and initializing live TV by 
clicking the arrow in square. 


[Comments] 

You can type in the program name, comments, 
or notes as desired. Information input here is 
often of introductory quality that serves as a 
reminder. 


[Silent Recording] 
Tick this setting option to set a scneduled 
recording to proceed silently. 


[Shut down PC after the task is finished] 
Tick this option to have your computer 
automatically shut down after the scheduled 
event is fulfilled. 


Settings in FM Modes 


Overview 


In FM or FM playback mode, click the 
Configuration button on the control panel and 


Captuer Device 

WinFast T¥2000 XP WDM Video Capture 
Audio Device 

C-Media Audio Record (CO00) ¥ 


Audio Input 


Overview 


a 3-tabbed dialog box as shown in the figure 
below will appear on the screen. 


Record Line 


Compression Foririat 
Microsoft ADPCM (*.wav) 


Compression Attributes 
44100 Hz, 16 bits, 1411 kbit/s, Stereo 
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Volume 5 


oe apeeraeseetsy - 
1% Testing Sour 


File Prefix 


Media WorkArea Directory 


Record Volume 


re Peed 


Playback Volurne: 


« 


E:\WinFast WorkArea 
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Audio Setting 

The Audio Setting tab is the first tab from the 
left. It is the default page of the configuration 
dialog box after clicking the Configuration 
button on the control panel, which is for setting 
up the properties of the devices. 


FM Channel List 

The second tab from the left is the FM 
Channel List tab. Click this tab to call the FM 
Channel List dialog box on the top and scan 
for available channels and set up channel 
related properties. 


FM Schedule 

The last tab is the FM Schedule tab. Click this 
tab to call the FM Schedule dialog box on top 
and schedule an event for change a 
scheduled event. 


ce 


Scanning for channels is 
the first thing you need to 
do when you use the 
application for the first time. 
Otherwise, there will not be 
any channels available for 
listening. To scan for 
channels, go to the FM 
Channel List dialog box. 
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Settings in FM Modes 


Audio Setting 


Click on the first tab to open the Audio Setting 
dialog box as shown in the figure below. 


Audio Setting 


Captuer Device 

WinFast TV2000 XP WDM Video Capture ¥ 
Audio Dewice 

C-Media Audio Record (C000) hd 


Audio. Input 


Record Line 


Corapression Format 


Compression Attributes 


Volurne Setting 


Record Volume: 


Ht Spas ES 
enone Nike aera? 


Playback Volume 


:e a Sry 


File Prefix 


Media WorkArea: Directory 


E:\WinFast WorkSrea 


Microsoft ADPCM (*.wav) 


44100 Hz, 16 bits, 1411 kbit/s, Stereo ¥ 


~ 


b Brows 


| 
) 
) 
: 
i 
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[Compression Format] 

The compression under the format of PCM 
will generate a better sound effect but take 
up bigger hard disk space than MP3, whose 
quality is inferior. 

[Compression Attributes] 

The bigger value you select the better sound 
quality the compressed file will be. 


[File Prefix] 

Type in the box the prefix of the file names of 
your desire. For example, if you type "music" 
in the box, the recorded file names will be 
"music 1", "music 2", "music 3", etc. 
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[Media WorkArea Directory] 

Type in or browse for the path for saving the 
recorded sound files. All recorded files will be 
saved at this directory. If you would like to 
open them please go to the directory and then 
open the file you need. 


[Volume Setting] 
The higher volume you adjust to, the bigger 


sound output the file will be while being played. 


Settings in FM Modes 
FM Channel List 


Click on the second tab to open the FM 
Channel List dialog box as shown in the figure 
below. 


| [Auto Scan] 


[Sensitivity] Sliding knob: 

You can set the sensitivity of the scanning by 
changing the sensitivity level between 1 and 
3. If it is set too high, noise can be mistaken 
for a radio station. 


| [Scan] button: 
| Click the button to start scanning for all 
| available channels. 


[Stop] button: 
Click to stop the scanning. 


| Progress bar: 
Shows the progress of scanning. 


FM Channel List 


i 
i 
: 
| 
; 
: 
i 


[Edit] 
Highlight a channel and click this button to edit 
the channel name. 


[Delete] 
Select a channel and click this button to delete 
it from the channel list. 


[Save] 
Click this button after making any changes to 
save them. 


[Set Favorite Channel Group] 

Right click on a channel tol bring up a pop-up 
menu as shown in the figure. You can click Set 
Favorite Channel Group to categorize the 
channel in a certain group which is indicated in 
the heart-shaped icons as 1, 2 or 3. 


[Insert] —— = = 
Highlight a channel and click this button to 
open the Setting Favorite Channel dialog 

| box as shown in the figure below. 


aad . | 


[Name]: You can name the channel as 
desired. 


[Frequency]: If you know the frequency of 
the channel, you can type it in this field. 


[Preset]: The number set here will be that of 
the favorite channel button on the control 
panel. 
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Settings in Video Modes FM Schedule 


FM Schedule 


Click on the third tab to open the FM Schedule 
dialog box as shown in the figure below. 


FM 10:27:00, 2002/04/02 
REC TV = 11:00:00, 2002/04/02 
REC FM 16:05:00, [2002/06/... 17:05:00, (2002, 


§ ibutes 
Hg 44109 Hz, 16 bits, 1411 kbit/s, =] 
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Schedule Table 
All scheduled events are 
listed here with its references: | 
starting time, ending time, 
channel number, duration 
and comments. 


[ADD] 

Click to open the Schedule 
Setting dialog box and add a 
new event. 


[DEL] 

Highlight an event on the 
schedule table and click this 
button to delete it. 


[CHANGE] 

Highlight an event on the 
schedule table and click this 
button to make changes to 
its event details. 


[CLEAR] 

Click this button to clear the 
schedule table and delete all 
events. 


[Save] 
Click the button to save any 
addition or changes. 


Click the Add button in the 
main FM Schedule dialog 
box to open this dialog as 
shown in the figure in the 
bos. 


[Action] 

When scheduling an event, 
select an action from the 
options provided here, 
which include: Radio 
Record and Radio Show . 


[Channel] 

Select a channel from the 
drop down list for the event 
being scheduled. 


[Compression Format] 
Select a compression 
format from the drop down 
list for the recording. 


[Compression Attributes] 
The bigger value you 
select the better sound 
quality the compressed file 
will be. 


[File Prefix] 

Type in the box the prefix of 
the file names of your desire. 
For example, if you type 
"music" in the box, the 
recorded file names will be 
"music 1", "music 2", "music 
3", etc. 


[Time] 

You can schedule a single 
recording or power-on event 
or set it as an weekly event. 


[Comments] 

You can type in the program 
name, comments, or notes 
as desired. Information input 
here is often of introductory 
quality that serves asa 
reminder. 
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Remote Control 7 
Power; ————_—_——— 7 TV/FM: 

Press to open/close the WinFast — Press to switch between Video Input mode 
TV/FM application. and FM mode. 

MTS: t Video: 

Press to switch between SAP, | Change the input source in Video Input mode. 


Stereo, and Mono on NTSC for 
users in USA and Taiwan; and 
between PAL | and PAL DK 
on PAL for users in China. 


Display: 
Display the current channel number on the 
screen. 


. VOL+: 
CH: Press to increase the 
Press to switch the channel volume. 


up. CH-: 
VOL-: Switch the channel down. 
Press to decrease the Sleep: 


volume. 


Full Screen: 
Press to display the video 
full-screen. 


Teletextic.c.: 

In areas where Teletext 
and/or close-captioning is 
provided by the local cable 


Press to select a sleep 
mode. Once to set the 
timer at 30 minutes; twice, 
60; thrice, 90; four times, 
120; five times, sleep mode 
off. Keep pressing this 
button will alternate the 
mode in the same order. 


company, press this button Boss Key: Pay 
to switch between or turn Hide the application. be 
on/off whichever functions i a r 
Lobaad pees ite Press to mute the audio. mi 
currently unavailable.) i Fine Tune: a 

Pau if Fine tune the frequency for (?] 
Talstextapiaction: E better reception of live TV (eo) 
Valid when Teletext is Ki or FM radio. Z 
available (see the last entry). L PIP: el 
ona sdearwminchantalee oe 4 Press to switch between 3 
Seepee ay 4 retiree dspiay — 
shown on the button of the a mM. ne 7) 
TV screen. Press a button Recall: 
to select that category. Press to switch to the 
Numeric keys: channel last viewed. 
For entering a TV channel Time-Shifting: 
number or radio frequency Press to switch on/off Time 
to switch to that channel. Shifting (the control panel 
E will transform accordingly). 

nter: : 
Press after entering a TV Snapshot/M: 
channel number or FM In Video input mode, press 
frequency to switch to that to take a shapshot; in FM 
channel. mode, to add the current 
Next/Back channel to the channel list. 
ext/Back: 
When selecting one file to play back, press REC/Pause: , ‘ 
these buttons to rewind/fast forward. When Press to start recording or pause the 
selecting more than one file to playback, recording. 
press to jump to the previous/next file. Play/Pause: 
Stop: Press to start or pause the playback. 
Press to stop the playback or recording. 
26 


7 


STOULNOD YSAHLO 


ysi6ug 


Hotkeys 


You can use the hot keys as short cuts to 
control a variety of functions. 


Hot keys Controlled Functions 

Ctrl+C: Configuration 

Ctrl+R: Record 

Ctri+E: Explore WorkArea folder 

Ctrl+S: Sleep timer 

Ctrl+T: Time-Shifting 

Ctrl+F: Video as desktop 
background 

Arrow Left/Right: Volume up/down 

M: Mute 

Arrow Up/Down: Channel up/down 

Spacebar: Snapshot 

Backspace: Recall channel 

Ctrl+'+': Fine tune up 

Ctri+'-': Fine tune down 

Ctrl+'0': Fine tune as default 

Insert: Add channel 

Delete: Delete channel 
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Hot keys Controlled Functions 

F: Fullscreen 

Alt+Enter: Fullscreen 

V: Switch input source 

S: Switch MTS/Stereo or 
PAL-I/DK 

NumberPad: Enter channel number 

Fi: Help 

F2: Video as desktop 
background 

F3: Picture-In-Picture 
function 

F4: Average frame rate 

5; Change color of status 
screen on control panel 

F7: Activate/deactivate 
Closed Captioning (for 
NTSC) or Teletext (for 
PAL) 

ESC: Stop/cancel 
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